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PocketGaussMeter 

LCD 
 

 
 

Features: 
 

   A high performance instrument that is 
carried in your pocket. 

 Accurate DC gauss measurements. No 
loss of accuracy or physical damage by 
intense magnetic fields. 

 Consistent readings ranging from -1999 
to +1999 gauss. 

 Meter orientation unrestricted using 
flexible 6 inch probe, even in gaps. 

 Durable and built for longevity. 

 No external wires. 

 Displays DC gauss value on LCD 
digital display. 

 Easy zero adjust by the operator. 

 

 

 

 

 

 

 

 

 

The MPS  is so PocketGaussMeter
reliable and accurate that you are always 
confident about the magnetic field strengths 
you read, regardless of the application.  
Unlike dial gauss indicators, the calibration 

and accuracy of the MPS  Pocket GaussMeter

is unaffected by strong magnetic fields such 
as from magnetizers/demagnetizers without 
damage or loss of calibration.  It can measure 
and survey Direct/Residual magnetism, and 
can be used in Magnetic Particle Inspection. 
In addition, its probe enables measuring in 
small and large gaps such as in pipes to be 
welded.    

To assure consistent accuracy in readings, the 

MPS LCD  PocketGaussMeter
automatically shuts down when the battery 
strength is less than 20%.  Battery is easy to 
change. 

No longer do operators, maintenance 
personnel, welders and engineers have to 
settle for measurements by an uncalibrated 
or defective magnetic indicator or 
magnetometer. Be assured of performance 
and eliminate doubts about accurate 
magnetic measurements.   

The MPS  sets PocketGaussMeter
a new standard for small gaussmeters, by 
providing quality, accuracy and dependability 
in a compact, pocket size.   
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Pocket GaussMeter    (LCD Model)

oPERATING DIRECTIONS:             TECHNICALSPECIFICATIONS:    

                        

To Operate:      Attach probe to meter.  Press Button.                         

 

To Calibrate:  Adjust the Zero Adjust Knob WITH 
PROBE ATTACHED until the meter reads Zero.  
(Earth’s field of ½ gauss is not readable on the DC 
meter scale of ±1999 gauss). 

To Operate:  Orient the probe so that the maximum 
magnetism is directed toward the flat side of the 
probe tip. Press and hold power button.  Take 
reading. 

Battery Replacement:  Unscrew the rear of the 
meter, the back cover lifts away.  Replace the 12 
Volt MN21/23 battery. 

 

 

 

 

 

 

 

 

 

 Note: Tampering with components inside the instrument 

 will void the warranty. 

 

**2” and 12 probe lengths are also available 

 

 

 

 

Typical 
Utilization: 

Power and industrial DC 
measurements  
(direct component of magnetic 

fields) 

Range: ±1999 gauss 

Accuracy: Within ±5 gauss 

Power: 12 Volt battery 
 (MN 21/23) 

Weight: 1.6 ounces    (45g) 

Size: 
Meter: 2.4”L x 1.7”W x8”D 

           (60mm x 43mm x 20mm) 
**Probe: 6”L  (152.4mm)   

Ambient 
Temperature: 

32º F to 122º F  
(0º C to 50º C) 
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Made in the USA 


